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High Impact Automatic Doors resistant to high winds and
the impact of windborne debris

Ensures the safety of a building’s occupants in the event of a hurricane, tropical
storm, or high velocity winds
Pressure ratings up to 105psf provide peace of mind during hurricane season 
AHCA/NFPA 101-compliant exit device for secure locking during a hurricane 
Dry glazed system allows for glass only over door panel replacement, reducing cost
and time of repair
Opus Control is engineered to withstand challenging environmental and weather
conditions.
Three rocker switches and an optional keyed switch system offer easy door control
Superior double mohair thermal brush on center style of doors provides continuous
moisture break
NOW AVAILABLE with a LEVEL E Impact Rating to meet applicable codes for
essential facilities in hurricane zones.

© NABCO Entrances Inc. NABCO Storm Series/ NABCO Hurricane Rated Automatic Sliding Doors

Great in the Following Applications: 
• Healthcare 
• Hospitality 
• Jails 
• Fire Stations 

• Police Stations 
• Airports 
• Schools 
• Retail



Hurricane Rated
Automatic Sliding Doors

NABCO Entrances Inc. 
S82 W18717 Gemini Drive
Muskego, WI 53150
nabcoentrances.com
info@nabcoentrances.com
P 877-622-2694

H60
7’ 7 1/2” (2324.1) 

Bi-part 16’(4876.8)
Single 8’ (2438.4)

Impact: 1/2” Solutia Saflex 
(wet glaze)
Non-Impact: 5/16” Tempered 
(wet glaze)

Product Information
Header dimensions - standard

Standard finish

Optional finishes

Mounting 

Threshold

Configurations

Transom

Technical Information

Code Compliance / Approvals

NABCO STORM Series

Single, bi-part / full breakout, fixed sidelite

Optional

Glass

Max. Height

Max. Width

Lock Options

Flush Bolts

Stiles

Bottom Rail

Muntin

Wind Pressure

FL Product 
Approval

Single: 3-point
Bi-part: 3-point 
Active panel 
Flush Bolt inactive panel
Exterior key cylinder (Standard) 
Interior thumbturn (Standard) 
4450 Handles (Optional)

Impact: #16167.1 (Bi-part FSL) 
Non-impact: #16167.2
(Bi-part FSL) 
Impact: #16167.3 (Bi-part FBO) 
Non-impact: #16167.4
(Bi-part FBO)

Code compliance

Approvals

Operator drive 

Drive system 

Motor type 

Primary circuit protection

Controller 

Breakout 

Operating voltage 

Auxiliary power output

Maximum door panel weight 

Switch modes 

Opening and closing speed 

Reduced opening function

Obstacle detection 

Hold-open time

ANSI A156.10

UL, ULC

Electro-mechanical

Belt drive

1/4 HP (peak) brushless

Breaker

Microprocessor

System disabled when panels break out

120 VAC – 5 AMP

12 VDC

600 lbs. total moving weight

On/off, 1-way, 2-way, hold-open, night

Adjustable

Standard

Available in both directions

Adjustable (0-67 seconds)

6 1/2”W (165.1) x 7 1/2”H (190.5)

Clear, dark bronze, or black anodized

Painted, clad, special anodized

Concealed

Surface-applied, recessed, none

H60/H105 Level D/Level E Comparison

Required 

Narrow or Medium 

4”, 6.5” or 10”

None 

PSF +60/-70

Rev. 4-7-2025

Design Your New facility
with NABCO Doors
Visit:
NABCOEntrances.com/Product/hurricane-
rated-sliding-door-gt1175/

Hurricane-prone regions

Shutters or impact-resistant
glazing recommended

Windborne debris regions
shutters or impact-resistant 
glazing required

Impact Protection for Essential Facilities
Zone Rating

Level D
Level D
Level E

Missle Speed
50 ft/sec
50 ft/sec
80 ft/sec

Maximum Protection for Essential Facilities in Coastal Areas

Level E rated automatic doors are often specified for
essential facilities (hospitals, jails, fire & police stations,
etc.) in coastal wind-borne debris regions, and in other
areas for facilities requiring the highest degree of
protection available in the market today.
Reference your local building code to determine the requirements for your
specific building application.

ASCE Wind
Speed Map

H105 (Level E)
8’ 8” (2641.6) See FPA

Bipart 18’ (5486.4)
Single 9’ (2743.2) See FPA 

Impact: 9/16” with .180
Dupont Sentry Glass
Interlayer by Kurary
(Dry glaze)

Single: 2-point or 3-point 
Bi-part: 3-point Active panel/2-
point inactive panel or 2-point on
both panels 
Exterior key cylinder (Standard)
Interior thumbturn and indicators
(Standard) 
4450 Handles (Optional) 
Adams Rite G86 panic device;
applicable on full open with
muntin only Exterior key cylinder
(Optional)

Not used 

Medium only 

6.5” or 10” 

4” or None 

Max PSF +/- 105 See FPA

Level E Impact
FBO
Single/Bi-part
Florida Product Approval: FL39894

H105 (Level D)
8’ 8” (2641.6) See FPA 

Bipart 18’ (5486.4)
Single 9’ (2743.2) See FPA 

Impact: 7/16” with .090 Dupont
Sentry Glass Interlayer by 
Kurary (Dry glaze)
Non-Impact: 1/4” Tempered 
(dry glaze)

Single: 2-point or 3-point 
Bi-part: 3-point Active panel/2- 
point inactive panel or 2-point on
both panels 
Exterior key cylinder (Standard)
Interior thumbturn and indicators
(Standard) 
4450 Handles (Optional) 
Adams Rite G86 panic device;
applicable on full open with muntin
only Exterior key cylinder (Optional)

Not used 

Medium only 

6.5” or 10” 

4” or None 

Max PSF +/- 105 See FPA

Impact/Non-Impact
FSL/FBO
Single/Bi-part
Florida Product Approval: FL39894

https://www.nabcoentrances.com/product/hurricane-rated-sliding-door-gt1175/
https://www.nabcoentrances.com/product/hurricane-rated-sliding-door-gt1175/

