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New U10 Microprocessor Controller

The new Microprocessor Controller (MC) U10 has a closed-loop panic (power-down) system.
This system will shut down if the panic wires break.  There are two ways to identify the U10.
First, the cover has black letters on a black background.  Second, the Microprocessor chip on the
board will read NABCO-U10.  The U10 will be used in all sliders, bifolds, and swingers.  There
are several different versions of MC’s in the field today.  Below is a chart of the different
versions and their uses. 

U00 To be used in sliders only
U01 To be used in sliders only
U02 Sliders and limited swing use
U03 Sliders, bifolds and swingers use/not Acuswing V64 or higher
U04 Acuswing V64/V65 swing doors, sliders and bifolds (new panic circuit)
U10 Acuswing V65 swing doors, sliders and bifolds (new panic circuit)

Changes to the new MC affect the Acuswing programming.  The slide and bifold programming 
is the same as U03.  There were slight modifications made for Acuswing and Acusensor rail
(Acurail) operation.

The major change, which affects all products, is the closed-loop circuit for panic.  This means
when a panic wire is broken or cut, door movement will stop until the wire is repaired.  If
replacing a malfunctioning MC version U00-U03, the following additional parts are required.

A.  The new panic switch assembly, part number 229222
B.  A new rocker-switch assembly with night mode feature, part number 219821
C.  If you are using a key switch in place of the rocker switches, the new key switch is
     part number 219820

These replacement assemblies are only compatible with the MC version U10.

If any special wire applications are needed,
please call the Engineering Department for
further assistance.




