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Corrections to 

1175 Slider Installation Manual & 1400 Folding Door Installation Manual 
 

Model 1175 Whisper Slide 
Sliding Door Package 
Installation Manual 
Part # 15-9244 
Issue May 17, 2000 
Page 23 Item 8 is incorrect and reads as follow: (See correction at bottom of page) 
 
“8.  I want to eliminate all outside switches and sensors and make the system operate in

 automatic mode.
a.  Disconnect the 12 pin connector from inside the microprocessor and install the

special connector jumper tool p/n 115941 into its place.
b.  The system will consist of only the motor, operator and control box

(Microprocessor).  The handy terminal will be the only means of operating the
door.”  

 
Model 1400 Folding Door System Installation Manual 
Part # 15-9388-02 
Issue Jan 29, 2001 Revision 
Page 14 and 15 is incorrect and reads as follow: (See correction at bottom of page) 
 
"To eliminate all outside switches and sensors and make the system operate in Automatic mode: 
Disconnect the 12 pin connector from inside the Microprocessor. The system will consist of only the 
motor, operator and control box (Microprocessor). The Handy Terminal will be the only means of 
operating the door."  
 
 
Correction (applies to both model 1175 and 1400): 
Please make note that on door systems using U04 to the current model microprocessors, the twelve pin 
connector CANNOT be removed without first inserting Test Jumper Plug (part # 11-5941) in its place. 
Removing the twelve pin connector breaks the continuity on the Blue (BA) wire to Red (7) and shuts down 
the door. The Test Jumper Plug restores this circuit and allows the technician to operate the door by 
means of the Handy Terminal.  
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