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Correction to Magnum Installation Manuals 

 
The following old Magnum installation manuals have an error in the description of the control 
board connector pins and their corresponding wire colors on the “J1” main harness: 
 
Number  Application     Old Revision/Effective Date 
1210279 Magnum-2, old casting     9/23/02 
155942 Retro-fit pre-Magnum to Magnum-2, old casting  6/2000 
1510319 Magnum-2, GT300,400,500     10/1/02  
 
If you have any of the above manuals, the following wiring corrections apply: 
  
J1, Pin # 1: is described as using the Purple or Violet wire when it should say it uses the White 
wire. This is the “locked out” safety circuit that connects to an overhead presence detector. 
 
J1, Pin # 5: is described as using the White wire when it should say it uses the Violet wire. 
This is the “continuous duty” safety circuit that connects to a swing side door mounted 
ACUGARD sensor or safety mat. 
 
Note: The wiring diagrams in the above manuals are correct.  These manuals have been updated 
and have newer Revision/Effective Dates. 
 
 

Magnum-2 Retro-fit kits for pre-Magnum and older Magnum Controls 
 
Please note, when retrofitting a GT710 to a Magnum-2 control, the wire harnesses included in 
the kit must be used. The older harnesses will not work due to changes in color coding and 
connector design. 
 

Effective Date:  April 15, 2003 

Contact the Technical Services Dept. 
at 866-622-8325 

Bulletin Number: 34 


