
Effective 6-7-10 
P/N 15-12331 

 

Automatic 
Entrance 
Systems 

NABCO ENTRANCES Inc. 
S82 W18717 Gemini Drive 
P.O. Box 906 
Muskego, WI 53150 
Phone: 877-622-2694 
Fax:     888-679-3319 
Technical Assistance: 866-622-8325 
www.nabcoentrances.com 

Email: info@nabcoentrances.com 

DS150 Retrofit Instructions 

STANLEY DURAGLIDE 
3000 

  

 

GYRO TECH 

http://www.nabcoentrances.com/


Effective 6-7-10 
P/N 15-12331 

 

16

3/4

410 5/16

4 1/4

"P"

SINGLE STANLEY DURAGLIDE 3000
Minimum door panel size 32 13

16" 
assuming 3 4" rear door gap.

-06
Ground
Screw

• Create 3 4" hole 5" from end of header in nut chase to insert fasteners needed to install retro fit components.
• Install fasteners  in header per drawing above.
• -06 Fastener = 24-0014-06 3 8 -16 x 1 12 Long Hex Head Cap Screw
• -27 Fastener = 24-0014-27 3 8-16 x 3 4 Long Hex Head Cap Screw
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STANLEY 
DURA GLUIDE 3000

24-0014-06
3

8-16 x 1 12
Ground
Screw

24-0021-01
3

8-16 Nut

3
8" Ring Terminal

for incoming ground

Ground screw installation:
• Lock ground screw in place with 3 8-16 nut provided.
• Place ring terminal from kit for incoming ground over ground screws.
• Place ring terminal from ground wire over ground screw.
• Lock ring terminal in place with second 3 8-16 nut provided.

DS150 Retrofit for STANLEY DURAGLIDE 3000 

 

 

 

 

  



Effective 6-7-10 
P/N 15-12331 

 

Br
ac

ke
t "

A"
Br

ac
ke

t "
B"

M
ou

nt
in

g 
Br

ac
ke

t 2
4-

11
32

9

O
pe

ra
to

r 2
4-

11
32

7

O
pe

ra
to

r I
ns

ta
lla

tio
n:

1.
In

st
al

l B
ra

ck
et

 "A
" a

nd
 s

pa
ce

r 1
0 

5 16
" f

ro
m

 th
e 

en
d 

of
 th

e 
he

ad
er

 u
si

ng
 o

ne
 3

8-
16

 b
ol

t a
nd

 n
ut

.
2.

At
ta

ch
 B

ra
ck

et
 "B

" t
o 

th
e 

en
d 

of
 th

e 
op

er
at

or
 a

s 
sh

ow
n 

us
in

g 
th

e 
nu

t i
ns

ta
lle

d 
on

 o
pe

ra
to

r.
3.

At
ta

ch
 o

pe
ra

to
r t

o 
Br

ac
ke

t "
A"

 th
at

 w
as

 in
st

al
le

d 
in

 h
ea

de
r a

s 
sh

ow
n 

us
in

g 
nu

ts
 a

tta
ch

ed
 to

 o
pe

ra
to

r. 
 B

e 
su

re
 th

at
 w

he
n 

at
ta

ch
in

g 
th

e 
op

er
at

or
 to

 B
ra

ck
et

 "A
" t

ha
t o

ne
 o

f t
he

 3
8-

16
 b

ol
ts

 p
as

se
s 

th
ro

ug
h 

Br
ac

ke
t "

B"
 

an
d 

th
e 

sp
ac

er
 u

nd
er

 "B
".

4.
In

st
al

l r
ei

nf
or

ce
m

en
t b

ra
ck

et
 a

s 
sh

ow
n 

an
d 

se
cu

re
 B

ra
ck

et
 "B

" u
si

ng
 o

ne
 o

f t
he

 3
8 n

ut
s 

pr
ov

id
ed

.

R
ei

nf
or

ce
m

en
t B

ra
ck

et
 1

4-
12

09
4

DS150 Retrofit for STANLEY DURAGLIDE 3000 

 

 

  



Effective 6-7-10 
P/N 15-12331 

 

24-11493
Belt Bracket

14-11870
Belt Bracket Spacer

14-11871
Belt Bracket Base Upper

Bracket

Lower
Bracket

24-0014-01
1

4-20 x 1 Hex Head

Belt Bracket:
• Upper and lower belt bracket shown.
• Use upper belt bracket location for singles.
• One bracket assembly with upper bracket and one 

bracket assembly with lower bracket needed for biparts.
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