
 

 

Glazing Recommendations for Heavy Glass and/or Wide Panels 

in Swing and Slide Door Applications (SX & SO) 

 

 
 

S82 W18717 Gemini Drive 
Muskego, WI, 53150 
Phone: (877) 622-2694, Fax: (888) 679-3319 
www.NabcoEntrances.com 

Technical Bulletin    Technical Bulletin    Technical Bulletin    Technical Bulletin    Technical Bulletin    Technical Bulletin    Technical Bulletin 

Date: 1/5/17 

NABCO ENTRANCES TECHNICAL BULLETIN 

Technical Bulletin    Technical Bulletin       Page 1 of 1   Technical Bulletin    Technical Bulletin 

Bulletin Number: 79 

Who is the contact? 
Technical Support Department 

In accordance with standard 
glazing practices, Nabco 
Entrances recommends this glass 
blocking technique for 
maintaining square with heavy 
glass or wide door installations.  
 
This technique, commonly known 
as "cross-blocking", helps direct 
glass weight away from the strike 
edge of the door.  This helps 
prevent the lead edge of the door 
from sagging and possibly 
dragging on the floor or threshold. 
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If the door is not square

and sags at the lead edge,

increase the thickness of

this block to raise the door.

Only place blocks in the 

designated positions
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