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Date Bulletin # Model 

8/13/2024 125 ALL FULL ENERGY SWINGING,SLIDING & FOLDING DOORS 

Subject 

Changes to the AAADM Full Energy Standard A156.10 (Revision 3.2024) 
 

 

Changes to the ANSI/BHMA A156.10 Standard for 

Power Operated Pedestrian Swinging, Sliding, and 

Folding Doors have been released for 2024. 

  Minor changes have been made to linear dimensional tolerances 

(SECTION 1.5 General Tolerances: +/- 1/16” increased to +/- 1/8”), 

definitions (SECTION 9 Knowing Act: “wave plate” verbiage has been 

added), and to a few of the illustrations in Appendix A.  

      The “Exceptions” for Guide Rails have been revised and moved to the 

end of Section 6.1 (swing section). This revision includes a better 

description of the longer rail requirement when a swing door is 

approached from the swing side. 

 

 The most significant changes have been made in 

Section 8.2 regarding DOOR MOUNTED PRESENCE 

SENSORS FOR SWING DOORS:  
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Sections 8.2.2.2.2, 8.2.2.3 Swing Door Mounted Presence Sensors: 

The MAXIMUM INACTIVE ZONE from the FACE OF THE DOOR for DOOR 

MOUNTED PRESENCE SENSORS has been expanded from 5” to 8”. See 

the changes in Appendix A, figures A-12A-1 and A-12B shown below: 
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Extending the Safety Zone outward 8” provides a larger buffer of 

protection than the previous standard, by slowing or stopping the door 

more quickly, upon detection by a person.  
 

The 5-5-1 Rule is now the 8-5-1 Rule. 
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Important changes have also been made to the 

Breakout verbiage in Sections 10.1.4 (Sliding Doors), 

10.2.9 (Swinging Doors), 10.3.7 (Folding Doors): 

Each breakout section has been revised to state the door must FULLY 

open when pushed out for emergency egress. 

Additional changes to Signage have been made as well: 
Section 11.5.1- The requirement for signage “ACTIVATE SWITCH TO 

OPERATE” has been revised to “…the door shall have signage informing 

the user how to use the Knowing Act device, located on the side of the 

door with the Knowing Act device.” Any verbiage that informs the user 

how to activate the door is permitted. See examples below: 
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